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Digestion plant with treatment, MBE
AUT - Marchfelder Bioenergie GmbH, Rastenweg 2, 2282 Markgrafneusied|

Technical data:

Input material: Organic waste, food waste,
overstored food

Quantity: 15.000 t/a processing,
27.000 t/a digestion

Number of reactors: 2; fermentation volume: 2,300 m®. Dige-
state utilisation: Organic fertiliser in agriculture; Gas utilisa-
tion: Combined heat and power plant 1x 360 kW electric

Scope of supply:

Approval planning, Overall planning; machinery, materials
handling; reactors, storage tank, fermentation residue tank,
gas storage, gas utilisation, pipeline construction; Process
water treatment; Electrical engineering, control

Function of Komptech: General contractor
Processing and fermenta-
tion

Installed power: 500 kW

Shredding, liquefaction, screening, pasteurisation, fermen-
tation, gas utilisation, process water treatment, digestate
utilisation; Digester load 6 kg COD/(m3*d); energy generated
360 kW electrical, 400 kW thermal

Start up: May 2005
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Wet anaerobic digestion plant, Biirstadt
GER - Zur Biogasanlage 1, 68 642 Biirstadt

Technical data:

Input material: Food leftovers unpacked
overstocked food packaged

Quantity: up to 18.000 t/a

Scope of supply:

Preparation of the planning; Delivery of the machines
(shredder, solubiliser, sedimentation basin, pumps,

pipe crushers, screens, screw presses, etc.), pipeline
construction (suspension, compressed air and fresh wa-
ter) and complete electrical engineering and control

Installed power: 420 kW

Start up: March 2008
(no longer in operation)
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Wet pre treatment, Kroger
USA - 2201 South Wilmington Avenue Compton, CA 20220
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Technical data:

Input material: Leftovers unpacked W,Wm
overstocked food packaged =
i

Quantity: up to 70.000 t/a

Scope of supply:

Preparation of the planning; delivery of the machines
(shredder, 2 dissolvers, sedimentation basin, pumps,
pipe crusher (Muffin Monster), screen, screw press,
etc.), pipeline construction (suspension, compressed
air and fresh water) as well as the complete electrical
engineering and control system

Installed Power: 640 kW

Start up: June 2012
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Wet treatment plant, Tridex
FRA - Allee des Platanes 54, 77100 Meaux
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Technical data:

Input material: Leftovers unpacked
overstocked food packaged

Quantity: up to 20.000 t/a

Scope of supply:

Preparation of the planning; delivery of the machines
(crusher, dissolver, sedimentation basin, pumps, pipe
crusher, screen, screw press, etc.), pipeline construc-
tion (suspension, compressed air and fresh water) and
complete electrical engineering and control

Installed power: 420 kW

Start up: October 2011
(no longer in operation)
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Wet treatment plant, Hochfranken
GER - Katarinenhohe, 95111 Rehau

Technical data:

Input material: Food leftovers, organic
waste, overstocked food
packaged

Quantity: up to 30.000 t/a

Scope of supply:

Preparation of the planning; Delivery of the machines
(shredder, 2 x dissolvers, screw conveyors, sedimenta-
tion basin, pumps, pipe crusher, screen, screw press,
etc.), pipeline construction (suspension, compressed
air and fresh water) as well as complete electrical en-
gineering and control

Installed power: 580 kW

Start up: December 2014
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Treatment plant for dry fermentation, Strabag
SLO - Cesta dveh cesarjev 101, 1000 Ljubljana
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Technical data:

Input material: Organic waste

Quantity: upto45t/h

Scope of supply:

Shredding: 1x Crambo 5000 SE

Screen: 1x Stationary star screen
30/60

Start up: January 2016
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Treatment plant for dry fermentation, ZAK
GER - Altusrieder Str. 80, 87439 Kempten (Allgdu)

Technical data:

Input material: Organic waste and green
cuttings
Quantity: 24.000 t/a
Throughput: upto10t/h
Scope of supply:
Shredding: Ix Crambo 3400 E GE
Screen: Ix MS 3-SE
Separation: Ix optical sorter
Other: Conveyor technology,
2x FE separator,
1x Biogrinder

Start up: 2019
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Wet treatment plant, Zellinger
AUT - Zellinger GmbH., RohrbacherstraBe 1, 4175 Herzogsdorf

Technical data:

Input material: Leftovers, organic waste,
overstocked food packaged

Quantity: up to 19.000 t/a

Scope of supply:

Preparation of the planning; delivery of the machines
(crusher, dissolver, sedimentation basin, pumps, pipe
crusher, screen, screw press, etc.), pipeline construc-
tion (suspension, compressed air and fresh water) as

well as complete electrical engineering and control

Installed power: 450 kW

Start up: August 2019
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Treatment plant for dry fermentation, HZI
USA - Sanco AD Plant, Escondido, CA

Technical data:

Input material: Organic waste and
green cuttings

Quantity: up to 50 t/h

Scope of supply:

Shredding: Ix Crambo 6200 ED
Screen: 1x MS 2-SE

Other: Conveyor technology,

Steel construction
(earthquake areaq)
1x FE separator

Start up: 2020
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RMD Florsheim Wicker
GER - Rhein-Main-Deponiepark 1, 65439 Florsheim-Wicker

Technical data:

Input material: Organic waste
Quantity: up to 50.000 t/a
Throughput: approx. 50 t/h
Scope of supply:
Shredder: Crambo 3400
Screen: Multistar 2SE 0-60
Multistar 2SE 0-20
Wind sifter
Conveyor technology: Belt conveyors
Separation technology: 2x overbelt magnet

Roll separator belt

Installed power: 230 kW

Start up: July 2022
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Treatment plant for dry fermentation,
Orli Staw / Strabag

POL - Plac budowy - Consortium STRABAG / AK Nova Orli Staw 2
62-834 Nowe Parazuchy
\]\
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Technical data:

Input material: Bio waste consisting of
household, garden and
park waste

Quantity: 15.000 t/a

Scope of supply:

Shredding: 1x Crambo 3400 GE

Screen: 1 x Multistar 2 SE 60/90

Plant equipment: Mechanical and electrical
assembly

Service inspection on the
drive container
Special funnel with flap

Start up: August 2022
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